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SAWCUT

3" ASPHALT CONCRETE SURFACE COURSE S9.5* \

EXISTING ROAD PAVEMENT SECTION

N

4" ASPHALT CONCRETE
INTERMEDIATE COURSE 119.0*
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MINIMUM(SEE NOTE 1)

COMPACT BACKFILL BEHIND CURB
TO PREVENT CURB ROCKING.
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4" MINIMUM ASPHALT BASE B25.0*

4" MIN.
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SAW CUT (TYP.)

CURB AND GUTTER 4\

awmmmm%\
UNDERCUT AS NEEDED AND REPLACE

\ APPLY TACK COAT TO SEAL JOINT.

WITH COMPACTED ABC STONE.

|«—— 25'-0" |

MIN. (SEE NOTE 1)

7 —
MIN.(SEE NOTE 1)

APPROXIMATE LOCATION OF LOADING
AND UNLOADING OF BUS.
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NOTES:

o Rubd

1. ACTUAL SITE CONDITIONS MAY REQUIRE ADDITIONAL LIMITS OF CONSTRUCTION TO BE
DETERMINED BY THE CITY ENGINEER (MINIMUM SHOWN).
SEE APPROPRIATE CURB DETAIL FOR CURB INSTALLATION.
CONCRETE SHALL BE A MINIMUM OF 3600 PSI.

ASPHALT TYPE (*) TO MATCH SPECIFIED STREET DETAIL STANDARD PAVEMENT STRUCTURE
OR AS DIRECTED BY CITY ENGINEER (SEE STREET TYPICAL DETAIL STANDARD).
RESURFACING LIMITS ON NCDOT—MAINTAINED ROADS TO BE DETERMINED BY NCDOT.

NOT TO SCALE
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